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ELLIOTT EQUIPMENT 36-142 40-TON BOOM TRUCK
TO 142’
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SPECS

 MAXIMUM VERTICAL REACH: 201’/61,3 M

WORKING AREA: 360 DEGREES

LIFTING CAPACITY: 72,000 LBS/32 659 KG

BOOM LENGTH: 142’/43,3 M

CRANE WEIGHT (STANDARD): 35,210 LBS/15 971 KG

JIB LENGTHS: 32’-49’/10-15 M

WINCH BARE DRUM PULL: 12,800 LBS/5806 KG 

POWERED BOOM SECTIONS: 5

OVERALL HEIGHT 12’10”/3,9 M

OPERATOR CONTROLS (STANDARD): ROTATING STANDUP

OUTRIGGER TYPE FRONT: OUT-DOWN

OUTRIGGER SPREAD FRONT: 21’2”/6,4 M

OUTRIGGER TYPE REAR: OUT-DOWN

OUTRIGGER SPREAD REAR: 21’2”/6,4 M

*Custom Truck One Source reserves the right to change the specification of any unit at any time without prior notice. This brochure is only a statement of general 
specifications on the date of this publication.

888-925-0858
www.customtruck.com

ASK ABOUT THE CUSTOMIZED AND FLEXIBLE LEASING & FINANCING SOLUTIONS AVAILABLE FROM CUSTOM TRUCK CAPITAL


