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TADANO GR-750XL 75-TON ROUGH TERRAIN CRANE
TO 141.1’
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SPECS

CAPACITY: 75 TONS

MAX. LIFT HEIGHT: 200’

BOOM LENGTH: 36.1’ - 141.1’

HIGH TENSILE STEEL

HEXAGONAL BOOM

JIB LENGTH: 33.2’ OR 58.1’

COUNTERWEIGHT: 12,500 LBS.

CUMMINS QSB6.7

TIER 4 ENGINE

MAX. TRAVEL SPEED: 22MPH

+6 FORWARD SPEEDS

NEW LIGHTWEIGHT FRAME

DRIVE: 4 X 4 X 4 

FUEL MONITORING/REDUCTION, ECO MODE

& POSITIVE CTRL

ASYMMETRIC OUTRIGGER

EXTENSION WIDTH CONTROL

FULL-FLOATING FRONT & REAR AXLES

W/ STEERING PLANETARY RED. REAR AXLE

W/ NON-SPIN REAR AXLE DIFFERENTIAL

ASSIST CYLINDER FOR JIB

TWO WINCHES W/ CABLE FOLLOWER

TWO TELESCOPING MODES

LOAD MOMENT INDICATOR

ADJUSTABLE CONTROL LEVER STAND

*Custom Truck One Source reserves the right to change the specification of any unit at any time without prior notice. This brochure is only a statement of general 
specifications on the date of this publication.

888-925-0858
www.customtruck.com

ASK ABOUT THE CUSTOMIZED AND FLEXIBLE LEASING & FINANCING SOLUTIONS AVAILABLE FROM CUSTOM TRUCK CAPITAL


